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SC-6903
Potencia Max / RMS 200 w / 100 w
Power handling Max / RMS

Rango de frecuencia 40-30000 Hz
Frequency Range

Di‡metro nominal 155 x 225 mm
Nominal Diameter (6.9Ó)

Sensibilidad 1w 1m 91 dB
Sensitivity

Impedancia 4 Ohms
Impedance

SC-603
Potencia Max / RMS 150 w / 75 w
Power handling Max / RMS

Rango de frecuencia 50-25000 Hz
Frequency Range

Di‡metro nominal 165 mm (6.5Ó)
Nominal Diameter

Sensibilidad 1w 1m 90 dB
Sensitivity

Impedancia 4 Ohms
Impedance

SC-502
Potencia Max / RMS 120 w / 60 w
Power handling Max / RMS

Rango de frecuencia 60-25000 Hz
Frequency Range

Di‡metro nominal 130 mm (5.25Ó)
Nominal Diameter

Sensibilidad 1w 1m 90 dB
Sensitivity

Impedancia 4 Ohms
Impedance

Viajares un placer

Travelling
is a pleasure

In Sound Concept you will find a sure

step towards the quality that characteri-

zes Beyma. We know that you like to

enjoyyourmusic,that«swhyweofferyou

a newline created with glassfibrecones

capable of offering you unbeatable

replaying quality.

Get the most out of your music where-

ver you maybe, with no distortions and

all the power that only Beyma

knows how to offer.

En SoundConcept encontrar‡sun pasodefinitivo

hacia la calidad por parte de Beyma. Porque

sabenque te gusta disfrutarde tu mœsica, te ofre-

cen unanueval’nea creadacon conosde fibrade

vidrio, capaz de ofrecerte una inigualable calidad

de reproducci—n.

Disfruta al m‡ximo de tu mœsica estŽs donde

estŽs, sin distorsi—n y con toda la potencia que

s—lo Beyma sabe conseguir.
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SCK-50
Potencia Max / RMS 140 w / 70 w
Power handling Max / RMS

Rango de frecuencia 60-30000 Hz
Frequency Range

Di‡metro nominal 130 mm (5.25Ó)
Nominal Diameter

Sensibilidad 1w 1m 91 dB
Sensitivity

Impedancia 4 Ohms
Impedance

SCK-65
Potencia Max / RMS 160 w / 80 w
Power handling Max / RMS

Rango de frecuencia 50-30000 Hz
Frequency Range

Di‡metro nominal 165 mm (6.5Ó)
Nominal Diameter

Sensibilidad 1w 1m 92 dB
Sensitivity

Impedancia 4 Ohms
Impedance
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PH-25
Potencia Max / RMS 60 w / 25 w
Power handling Max / RMS

Rango de frecuencia 2 - 22 Khz
Frequency Range

Di‡metro nominal 25 mm (1Ó)
Nominal Diameter

Sensibilidad 1w 1m 95 dB
Sensitivity

Impedancia 4 Ohms
Impedance

SD-35
Potencia Max / RMS 90 w / 40 w
Power handling Max / RMS

Rango de frecuencia 500 Hz - 7 Khz
Frequency Range

Di‡metro nominal 89 mm (3,5Ó)
Nominal Diameter

Sensibilidad 1w 1m 93 dB
Sensitivity

Impedancia 4 Ohms
Impedance

HT-45
Potencia Max / RMS 60 w / 25 w
Power handling Max / RMS

Rango de frecuencia 1 Khz - 22 Khz
Frequency Range

Di‡metro nominal 25 mm (1Ó)
Nominal Diameter

Sensibilidad 1w 1m 91 dB
Sensitivity

Impedancia 4 Ohms
Impedance

SC-650
Potencia Max / RMS 150 w / 75 w
Power handling Max / RMS

Rango de frecuencia 50-25000 Hz
Frequency Range

Di‡metro nominal 165 mm (6.5Ó)
Nominal Diameter

Sensibilidad 1w 1m 90 dB
Sensittvity

Impedancia 4 Ohms
Impedance

SC-500
Potencia Max / RMS 120 w / 60 w
Power handling Max / RMS

Rango de frecuencia 60-25000 Hz
Frequency Range

Di‡metro nominal 130 mm (5.25Ó)
Nominal Diameter

Sensibilidad 1w 1m 90 dB
Sensittvity

Impedancia 4 Ohms
Impedance


